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	 Creating the Improved Standard 
	 in Healthcare Sterilization 

[	 EFFICACIOUS
	 TSO3 Inc.’s patented, dynamic sterilant delivery system 

	 creates a conditioned environment enabling a precise 	

	 dosing of sterilant throughout the chamber, creating 	

	 limitless sterilization capability for today’s and tomorrow’s 	

	 simple and complex medical devices.

	

[	 COMPATIBLE
	 The TSO3 Sterizone Sterilization System offers 

	 comparable compatibility to other oxidative sterilization 	

	 processes to meet growing surgical demands resulting 	

	 in increased instrument life and lower repair costs.

	

[	 cost-effective
	 The TSO3 Sterizone 125L Sterilizer uses readily 

	 available oxygen and water, which minimizes customers’ 	

	 cost of operation. Sterilant cost per cubic foot of usable 	

	 space is only 29¢, which helps customers meet their need 	

	 for cost-effective sterilization. EtO processes cost a 	

	 minimum of $2.38 per cubic foot of usable space. Other 	

	 oxidative sterilization processes cost a minimum of $6.47 	

	 per cubic foot of usable space.

	

[	 environmentally
	 sound and safe
	 The TSO3 Sterizone sterilization process uses only 

	 water, oxygen and electricity. By-products are water vapor 	

	 and oxygen. Aeration of the load is not necessary, thus 	

	 decreasing device turnaround time. There are no toxic 	

	 wastes requiring special handling, storage and disposal, 	

	 nor dangerous residues on the instrument packaging. 	

	 Personal protective equipment (PPE) is not required.  

The TSO3 STERIZONE 
Sterilization Process —  
Patented. Safe. Effective.
Ozone is a powerful microbicide, 	
one of the most effective sterilizing 
agents known to science. The TSO3 
Sterizone 125L Sterilizer uses an 
ozone generator to make its own 
inexpensive sterilant. Instruments are 
processed in the vacuumized 	
sterilization chamber, then the ozone 	
is converted back into safe oxygen 
and water vapor.
•	Health Canada licensed
•	Assembled and tested by TSO3  
•	Meets all applicable industry 
	 standards

A Complete System for  
Low-Temperature Sterilization.	
TSO3 Sterizone supplies make your 
sterilization processing convenient and 
reliable. 
•	OZO-TEST® Biological Indicator 
•	Chemical Indicator
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Vent
No hard connection  
or drain is required. 
Water vapor and  
oxygen simply  
disperse in the  
room atmosphere. 

Large 4.3 Cubic  
Foot Chamber 
High-capacity,  
easy-to-load square  
design increases  
throughput.

High-Volume Loading Carriage
Adjustable shelves allow  
fast, flexible loading,  
including stacked containers.

Injection-Molded 
Panels 
Durable, easy-
to-clean housing 
resists damage 
and wear.  

Ozone Generator
Converts USP grade  
oxygen to powerful,  
inexpensive, environmentally  
safe ozone sterilant. 

Internal Water Supply
Ensures consistent  
water quality.  
Eliminates need  
for external hook-up.

Touch-Screen
User-friendly interface with easy 
instructions saves time, prevents 
errors and provides real-time 
information about cycle status.

Internal Printer
Provides complete 
documentation of 
system parameters 
and performance  
for every cycle.

Heavy-Duty Casters
Self-contained unit can  
be easily repositioned or 
moved for maintenance.  RIGID Lumen Claims 

No limit on number of lumens per cycle.

Sterilization System

Superior Compatibility




