




[ 	 Is the TSO3 Sterizone 125L sterilizer
		  right for you?
		  Let a TSO3 Clinical Specialist provide a recommendation to optimize your 
		  processing workflow and determine if the TSO3 Sterizone 125L Sterilizer 
		  meets your needs. Conducted in collaboration with your CS, OR and 
		  Materials Management personnel, this analysis will:

•		  Analyze your instrument inventory, processing flow and low-temperature 
		  sterilization needs 
•		  Assess packaging methods and requirements
•		  Review materials compatibility and make recommendations
•		  Provide comparative data on sterilization times and supply costs
•		  Calculate payback and ROI
•		  Help you make a business case for sterilizer acquisition, if warranted

Sterilant  
cost per 

cubic foot

EtO Hydrogen Peroxyde Technologies STERIZONE® 125L Sterilizer

$2.16 (minimum) $5.88 (minimum) 26¢
 

STERIZONE Ozone Sterilization Provides More Benefits Than Other Low-temperature Modalities.

DIMENSIONS AND WEIGHT 
Height: 	 75 in (190 cm) 
Width: 	 30 in (76.2 cm) 
Depth: 	 48 in (122 cm) 
Weight: 	 1170 lbs (531 kg)

STERILIZATION CHAMBER 
Chamber Volume:	 4.3 cubic feet (125 liters) 
Loading Rack:		  Width: 	 13.5 in (343 mm) 
			   Depth: 	 31.5 in (800 mm) 
			   Height: 	 15.5 in (394 mm)

STERILIZATION CYCLE 
A full cycle consists of two half-cycles. 
First half-cycle: Vacuum, Humidification, Ozone Injection and Exposure
Second half-cycle: Vacuum, Humidification, Ozone Injection, Exposure 
and Ventilation

DISPLAY AND PRINTER OUTPUTS 
Touch-screen display and audible alarm provide operator information.  
Built-in printer documents system performance for each step of the cycle.  
Refer to Operators Manual for display and printer messages.

INSTALLATION AND OPERATING REQUIREMENTS 
Placement:		 Free-standing or built in 
		  Integrated casters provide mobility
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Connections 
Electricity	 Electricity Voltage: 	 208-240 V AC single phase
		  Frequency: 	 60 Hz 
		  Maximum current:	 20 Amps 
Oxygen		  Oxygen Quality: 	 USP grade
		  Pressure: 	 275 kPa to 380 kPa (40-55 psi) 
		  Connection: 	 DISS 9/16-18 UNF 
WATER  		  Quality: 	 Demineralized water

Operational Environment  
General: 		  Ventilated room with a minimum of 10 air changes per hour 
Temperature: 	 68–79° F (20–26° C) 
Humidity: 		  40–80%

Installation Space 
Minimum area: 36 in x 52 in (914 mm x 1320 mm) 
Minimum distance from wall: 4 in (102 mm) 
Minimum service access on all sides: 30 in (762 mm) 
Recommended service clearance (unit can be moved for service): 39 in (1 m)

CODES AND STANDARDS 
•	 UL 61010A-1 
•	 CSA C22.2 No. 1010.1 
•	 IEC 60601-1-2: Electrical compatibility requirements and tests for  
	 medical electrical equipment 
•	 EN55011, Group I Class A limits, based on CISPR 11 emissions 
•	 FCC 47 Part 18; FCC Requirements for Industrial, Scientific,  
	 and Medical Equipment 
•	 TSO3 Quality System: ISO 13485 certified

[ technical specifiCations 

[ 	maximize processing, minimize costs
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